
 
 

 

 

 

 

  
    

 

 
  

  
 

   
     

  

 

 

 
  

   
  
   

  

 
 

  

   

  
  
                                                       

  

 

  

  
  
  
  
  
  
  
  
  

  
 

  
  
  
  
  
  

    
      

 
 

 

 

Structures: General Requirements 

Quarter  of the year Logo Identification 
Logo and date are to be imprinted J = Jensen Precast 
1/8” minimum into concrete 

2” J 199 R = Rockway Precast 
Year of manufacture O = Olson Precast 

J199 

2”  Typ. 
RS---14 

JP199 RS---13 
RS---19 
RS---28 J199 

RS---20 

Preferred 
Logo
Location 

RS---21 

J199 J199 J199 

RS---45 
RS---46 
RS---58 RS---35 

RS---37 

See Note 1See Note 1 

See Note 1 

See Note 1 

See Note 1 

See Note 1 

See Note 1 

RS---98 
RS---99 
RS---100 
RS---101

RS---97 RS---110 
RS---111 
RS---112 
RS---113J199 
RS---116 

J199 

RS---80 
RS---82 
RS---83RS---97 
RS---84 
RS---85 
RS---94 

Pull Boxes and Manholes: Logo and D ate 
shall be located next  to  the sump hole on
the floor. 

Note 1: This is the preferred location for each of the pads’ stenciled weight. 

Electric Service Requirements 

RS-G5
Identification Marking: 
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