
  

 

 

      

 

 
      

        

 

 

   

 

 

         

 
 

 

 

 

 

 

 

 

  

 
 

 

 
  

  
  

 
 

 

 
  

  
 

         

       

         

       

         

 

      

  

      

      

      

 
      

      

       

       

         

 

      

  

      

      

      

 
      

      

       

       

         

 
      

  
      

       

       
 

CONDUIT APPLICATION STANDARD CD0004U-SHT27 

CONDUIT AND FITTING CHART 

CONDUIT 

SIZE 

CONDUITS SPACERS COUPLINGS ELBOW SWEEPS AND BENDS BELL ENDS PLUGS 

STOCK NUMBER 
STOCK 

NUMBER 
STOCK NUMBER 

BEND 

RADIUS 

IN 

INCHES 

LENGTH 

IN 

INCHES 

STOCK NUMBER STOCK NUMBER 
STOCK 

NUMBER GALV 

STL 
DB -120 

SCHED 

40 

SCHED 

80 
INTER- BASE 

PVC-

STL 
PVC 

GALV 

STL 
DB -120 

SCHED 

40 

SCHED 

80 
PVC 

2" 24-0110 24-0155 24-0179 24-0160 24-0250 24-0230 

90º 24 28.2 24-0840 

24-0410 24-0699 90º 36 42.2 24-0350 24-0841 24-0837 24-0839 

45º 36 23.3 24-0910 

3" 24-0120 24-0170 24-0181 24-0180 24-0270 24-0241 

90º 

36 78.5 24-0360 

24-0415 24-0700 

36 63.3 24-0360 24-0850 24-0849 

48 82.2 24-0370 

60 101 24-0848 

45º 
36 35 24-0920 

150 124.6 24-0930 

22.5º 36 20.9 24-0960 

11.25º 150 36.2 24-0990 

4" 24-0130 24-0200 24-0190 24-0191 24-0760 24-0750 24-0300 24-0291 

90º 

36 79 24-0380 24-0869 

24-0420 24-0710 

48 83.2 24-0390 

36 64.3 24-0870 

60 102 24-0868 

45º 
36 36 24-0940 

150 125.5 24-0950 

22.5º 36 21.9 24-0970 

11.25º 150 37.2 24-1000 

6" 24-0140 24-0210 24-0220 N/A 24-0780 24-0770 24-0320 24-0340 

90º 
48 101.9 24-0400 

24-0430 24-0720 
60 105.2 24-0890 

45º 150 128.8 24-0955 

11.25º 150 40.5 24-0980 
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